
AVANTIK® QS12 & QS12 UV CRYOSTAT

YOUR LAB, YOUR CHOICE
The Avantik QS12 cryostat and the QS12UV 
option both provide unmatched features and 
benefits to enhance accuracy, efficiency and 
safety in the frozen section laboratory.

Controlled trim function reduces the risk of chunking out

Automation with accurate section measurement & memory function

Quiet operation allowing the cryostat to reside comfortably in the lab

QS12UV option for convenient, automated disinfection

PRODUCT FEATURES
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HOW THE AVANTIK QS12 MAKES FROZEN SECTIONING EASIER

DOVETAIL 
CLAMPING & 
KNIFEHOLDER
Eliminates chatter, venetian 
blinding, and thick/thin 
sections.
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STEPPER-MOTOR
PRECISION
Accurate micron‑level advance 
for reliable trim and section 
thickness.

EZ-TOUCH
TOUCHSCREEN
Intuitive icons control core 
functions while keeping hands 
out of the chamber.

SMOOTH
HANDWHEEL
ROTATION
Designed to lessen 
repetitive‑motion strain.



MORE REASONS WHY CUSTOMERS CHOOSE THE  AVANTIK QS12 
AND QS12UV FOR FROZEN SECTIONING:

Item # Description

QS12 Avantik QS12 Cryostat

QS12UV Avantik QS12 Cryostat with UV Disinfection

ORDERING INFORMATION

Specification Description

Instrument H x W x D 45.5 x 29 x 30”

Clearance H x W x D 60 x 36 x 33”

Instrument Weight 315 lbs.

Electrical 120V, 20Amp, Dedicated Circuit

SPECIFICATIONS

MAR-0001410 Rev. 2.0 Avantik® is a registered trademark of Avantik.  All other trademarks are the property of their respective owners.

CONVENIENT MEMORY FUNCTION
The memory function provides a quick, predefined advance of specimen to the knife edge, 
allowing the operator to record the last position of the specimen relative to the blade before 
removing it. The specimen can then be automatically returned to the same position if 
additional sections are required, for increased technician speed and efficiency. 

IMPROVED SECTION QUALITY AND CONSISTENCY
The fully adjustable, extra-wide anti-roll glass helps deliver consistent, artifact-free sections. 
Automatic specimen retraction on the return stroke protects the specimen from contact 
with the blade or blade holder surfaces, preventing friction or damage to the surface of the 
specimen and preserving the quality of subsequent sections.

ACCURATE SECTION MEASUREMENT
The sophisticated stepper motor technology delivers a precise advance. 
This enables the operator to achieve precise trim thickness, section thickness, and 
sectioning depth measurement in microns.

SCAN NOW
to request a
quote today!


