
TrimSafe Handle
•	 Safer loading and removal with a push‑lever, 

no‑screw mechanism. 
•	 Larger, ergonomic grip for improved handling 
	 and reduced fatigue.
•	 Autoclavable design for simple cleaning 
	 and sterilization. 
•	 Touch‑free blade clamping once engaged 
	 with the dispenser.

AVANTIK® TRIMSAFE SERIES
TRIM WITH CONFIDENCE. PROTECT EVERY HAND IN THE LAB.
The Avantik TrimSafe system delivers safer blade handling, consistent performance, 
and a workflow designed to reduce preventable injuries and disruptions.

TrimSafe Blade
•	 Precision‑sharpened edge for consistent, 
	 high‑performance trimming.
•	 Rounded back edge reduces tissue snags
	 and enhances user safety.

TrimSafe Dispenser
•	 Pre‑loaded with TrimSafe blades for quick
	 setup and easy replenishment.
•	 Touch‑free loading and disposal to help
	 reduce accidental contact. 

Product Size Item #

Avantik TrimSafe Handle
130 mm GR2164-A

260 mm GR2164-B

Avantik TrimSafe Blades
130 mm GR2163-A

260 mm GR2163-B

Avantik TrimSafe Dispenser
130 mm GR2173-A

260 mm GR2173-B

ORDERING INFORMATION

SCAN NOW
to learn more 
about TrimSafe!
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ATTACHING TRIMSAFE BLADE TO THE TRIMSAFE HANDLE

STEP 1 STEP 2 STEP 3 STEP 4
Hold the trim blade dispenser with 
the blue door facing you in one 
hand and the handle in the other. 

Lower the blue door down and 
with the trim blade handle angled, 
carefully slide the opening at the 
top of the trim blade handle over a 
blade in the dispenser.

Hold the trim blade handle 
horizontally to the blade to glide 
the trim blade handle all the way 
to the back of the dispenser until 
it stops.

Once the handle reaches the back 
of the dispenser and stops, depress 
the thumb mechanism and push 
the handle the rest of the way until 
it stops.

Release the thumb latch to engage 
the notch at the top of the blade, 
which secures the blade to the 
handle.

Lift the handle end up slightly. 
Carefully slide the handle and 
blade out of the dispenser. The trim 
blade is now ready to use.

REMOVING TRIMSAFE BLADE FROM TRIMSAFE HANDLE

STEP 1 STEP 2 STEP 3 STEP 4
Depress the thumb latch to create 
a gap between the blade and the 
handle.

Flip the trim blade dispenser 
upside down so the blue door 
faces away from you, and hold in 
one hand to expose the slot in the 
underside.

Insert the blade and handle arm 
into the slot on the bottom of the 
dispenser on an angle, in order to 
catch the gap between the blade 
and the handle.

With the blade and handle arm fully 
contained within the dispenser slot, 
pull the trim blade handle back 
across the bottom of the dispenser 
to release the blade safely into the 
bottom of the dispenser.

Attach and Remove Blades from the Dispenser


