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Material Safety Data Sheet 

Identification of the substance: 

Product Name Steam Activated Carbon 

Product Code SY5018-A 

Usage Air, Water and Liquid Applications 

Appearance Black 

Composition/Information on Ingredients: 

Component Name Carbon Element - Group 

CAS No 74440.44.0 

Cone. (¾w/w) Carbon (90 to 100% ), Inert Ingredients (0 to 100) 

Hazard Identification: 

Not Hazardous according to criteria ofNOHSC 

Risk Phrase No Data Available 

Safety Phrases No Data Available 

Classification No Data Available 

HSNO Hazard 

Potential Health Effects: Emergency Overview 

Eyes 

Skin 

Ingestion 

Inhalation 

Ecological 

Not, Corrosive, but like Most particulate Materials 

may cause mild physical irritation 

Not corrosive and not a primary skin irritant. Mild 

irritation is possible due to abrasive action of dust 

No known deleterious effects 

Overexposure may cause irritation to respiratory 

system due to drying and abrasive action of dust 

No information found 

Document State: Effective (Simple) 
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First Aid Measures: 

Eyes Immediately flush eyes with plenty of water. Seek 
Medical attention if irritation persists 

Skin Wash with water to avoid drying and chopping of 
skin 

Ingestion Give one or two glasses of water to drink. Seek 
medical attention if Gastrointestinal symptoms 
develop 

Inhalation Remove victims to fresh air. Apply resuscitation if 
victim is not breathing. Seek Medical attention if 
irritation Persists 

Fire Fighting Measures: 

Flash Point: 500 to 600 Deg.c 

Extinguishing Media: Dry chemical, Foam, Carbon dioxide, Water fog etc. 

Special Exposure Hazards: 

Steam Activated Carbon is combustible but not easily ignitable below 300C and self­
ignition in air is at well above 500C. Activated carbon is an electrical conductor and should 
therefore not be allowed to accumulate as dust on open electrical circuits. Electrical outlets, 
lights and motor in dry carbon feed and storage areas should be of such construction as to 
preclude the entrance of carbon dust. Suspension of powdered Activated Carbon may 
explode if exposed to strong source of ignition. Upon Combustion this product may 
emit carbon monoxide and low molecular weight of hydrocarbons. Other materials 
adsorbed on activated carbon are also released during Combustion. 

Protective Equipment for Fire Fighting: 

In the event of fire, wear full protective clothing and NIOSH- approved self-contained 
breathing apparatus with full face piece operated in the pressure demand or other 
positive code. 
Firefighting guidance: Fire fighters should wear full protective clothing including self­
contained breathing apparatus. A void direct stream at pressure on the carbon to prevent 
dispersal of shouldering particles, which could spread the fire. 

Hazchem Code: NIA

Accident Release Measures: 
Emergency Procedures: Personnel involved in clean up should wear full protective 
clothing. Eliminate all sources of ignition. Stop leak if safe to do so. Increase ventilation avoids 
generating dust. Do not allow products to reach drains, sewers or waterways. If the product 
does not enter the waterway, advise the environmental protection authority or your local waste 
management. Use clean 
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